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REVISION HISTORY

REV DESCRIPTION DATE

1 VALID - ORIGINAL DWG

05/20/11

2 UPDATE TITLE BLOCK

9/16/2013

3 ADD OPTIONAL INSERTS

9/02/2020

4 REVISED PRODUCT SPECIFICATION TABLES

9/18/2023

5

ADDED REQUIREMENT NOTES
7/12/2024

6 INCLUDED ADAPTERS FOR 18" AND 20"

9/25/2024

7 REMOVED 24" SDR9 

1/17/2025

8

Revised Note; Revised 48" "L-1"; SDR Table, Revised "ID" on 

SDR21 - SDR32.5, Included SDR9 18" - 24"

01/05/2026

Stainless steel inserts are optional and must be stated at the time of

quote request. Ongoing engineering design efforts may affect the

technical information listed in our publications.
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STAINLESS STEEL

INSERT  (OPTIONAL) 

Material: HDPE - PE4710/PE100

* FROM SDR21 - SDR32.5 (WILL BE TAPER BORE FROM SDR17)

STAINLESS STEEL

INSERT  (OPTIONAL) 

"OAL"

Fittings are marked to the standards and certifications of which they were produced. 

Material:HDPE-PE4710/PE100 CELL CLASS:PE445574C (ASTMD3350)

Meets Requirements:

AWWA C906; ASTM D3261

* MJ Adapters with an insert are not NSF approved.


