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TITLE
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MAT'L: PE4710/PE100

UNLESS OTHERWISE NOTED:

AND ALL DIMENSIONS IN INCHES

C

32" - 54" IPS CONCENTRIC REDUCER 

SUBMITTAL

OD-1

T-1

OD-2

T-2

L-1

L-3

 L-2

OAL

135°

REVISION HISTORY

REV DESCRIPTION DATE

1 VALID - ORIGINAL DWG

06/08/2011

2 ADD  NSF NOTE

10/12/2011

3

ADD DIMENSIONAL REQUIREMENTS NOTE
08/12/2020

4 REMOVE SIZES

05/02/2023

5 REVISED SPECIFICATION VALUES

9/27/2023

6

REVISED DRAWING TITLE; INCLUDED MATERIAL 

SPECIFICATION NOTE; 32" X 26" TO 36" X 34" INCREASED 

"L-1" & "L-2" TO 9" & REVISED "OAL"

04/03/2026

Meets Dimensional Requirements: AWWA C906 & ASTM D3261

Ongoing engineering design efforts may affect the technical information listed in our publications.

* From SDR21 - SDR32.5 will be taper bore from SDR17

 
 

 

 

*                        *                           *

FITTINGS ARE MARKED TO THE STANDARDS AND CERTIFICATIONS OF WHICH THEY WERE MADE.

MATERIAL: HDPE-PE4710/PE100 CELL CLASS PE445574C (ASTM D3350) (CC3)

MEETS REQUIREMENTS: AWWA C906; ASTM D3261 


